
Impact Drill
HP1230
400 W • 12 mm • 0 - 2 900 min?¹
Compact 2-operation mode hammer drill
Compact 400 W hammer drill with 2 operation modes - hammering with rotation
and rotation only. Drilling capacity to concrete 12 mm. The machine has aluminum
gear housing, which provides high quality and durability.
  TECHNICAL

SPECIFICATIONS
MAXIMUM OUTPUT POWER
IMPACT
POWER SUPPLY CORD
WEIGHT WITHOUT CABLE (EPTA-PROCEDURE
01/2003)
PRODUCT DIMENSIONS (L X W X H):
NO LOAD SPEED
MAX. DRILLING DIAMETER IN WOOD
MAX. DRILLING DIAMETER IN CONCRETE
MAX. DRILLING DIAMETER IN STEEL
SIDE GRIP

400 W
0 - 31 900 min?¹
2,0 m
1,7 kg
239 x 67 x 188 mm
0 - 2900 min?¹
15 mm
12 mm
10 mm
Yes

USER BENEFITS
2-mode operation for "Rotation Only" or "Hammering with Rotation"
Cast aluminum gear housing for less weight and increased durability
Double insulated
Recessed lock-on button for continuous use
Variable speed control enables user to match the speed to the application

Link to Product page - https://clone.makitauae.com/product/hp1230-impact-drill/

Disclaimer: Information contained in this leaflet are UAE specific and to be used only as a guide

https://clone.makitauae.com/product/hp1230-impact-drill/

